Aymroo Vario Bends

Previously Adjustable Bend with Curved Socket

Change of Direction 635mm ( Radius

635VB45


45( bend with socket one end/w/curved socket adaptor

635VBCS M & F adaptor

Curved socket one end/spigot other end

635VB F&F socket

Curved socket one end/SCS other end

Change of Grade 3000mm ( Radius

3000VB



Length 1.00m to be cut to angle required

3000VB03


3( bend with spigot both ends

3000VB05


5( bend with spigot both ends

3000VB07


7( bend with spigot both ends

3000VBCS


M&F adaptor with curved socket one end and spigot other end

3000VBFF
F&F socket with curved socket one end standard solvent cement socket other end

635VBCSMF


M&F adaptor with curved socket one end and spigot other end

635VBFF
F&F socket with curved socket one end standard solvent cement socket other end

The 635VB45 was previously called our adjustable bend and can be cut on site to the angle required.

The curved socket (spigot) is solvent welded into socket of the inlet of MS before cutting the angle required.

The 635VBCS can be supplied as a separate item.

The 635VBFF is supplied with a Curved Socket one end and a Standard SCS on the other to re-connect to straight length of pipe.

VARIO BEND TABLE

Deflection
L (mm)

Measured along outside face of 

Vario-Bend
Deflection
L (mm)

Measured along outside face of 

Vario-Bend

Degrees
%
Horiz. Bend

R=635mm L =12.5mm per 1(
Vert. Bend

R=3000mm 
L =53.8mm per 1(
Degrees
%
Horiz. Bend

R=635mm L =12.5mm per 1(
Vert. Bend

R=3000mm 

L =53.8mm per 1(

2
3.5

 Min110
17
29.5
210
915

3
5.0

160
18
31.5
225
970

4
7.0

215
19
33.0
235
1020

5
8.5

270
20
35.0
250
1075

6
10.5

325
21
36.5
260
1130

7
12.0

375
22
38.5
275
1185

8
14.0
 Min100
430
23
40.0
285
1235

9
15.5
110
485
24
42.0
300
1290

10
17.5
125
540
25
43.5
310
1345

11
19.0
135
590
26
45.5
325
1400

12
21.0
150
645
27
47.0
335
1450

13
22.5
160
700
28
49.0
350
1505

14
24.5
175
755
29
50.5
360
1560

15
26.0
185
805
30
52.5
Max375
Max1615

16
28.0
200
860
X
X =1.75
X= 12.48
X = 53.76

Notes: (1) The larger R=3000mm bend can be used as a horizontal bend where the smaller R=635mm bend cannot be used.

